Motion Sensor Security Light
1-3 Headed , Includes SL101/SL102/SL103

]
Introduction

The Motion Sensor Security Light is a dependably rugged, waterproof, energy-efficient
fixture. With a wide detection range of up to 70ft and a 150° pattern,bright light

output and instant-on LED technology, you can be assured your property is well lit for
visibility at night. The adjustable design of this Security Light allows you to pivot

each light head to desired direction. Two adjustable control switches available to meet
your requirements. The Timer Minutes switch to adjust light timer to turn off anywhere

from 5 seconds to 10 minutes after motion sensor is triggered, and The Sensitivity switch
which allows you to adjust the range at which you wish to have the sensor turn the lights on.
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Senies Input Power Color Finis h Options
SL101 10W |27k 2700K | BRBrown | PR  PIR Motion
30K 3000K | WH Whit ¢ Sensor
SLLEZ 120VAC | 20W | 40k 4000K | BL Blac k | NMS  No PIR Mo-
SL103 30w 9 9| GR &y tion Sensor
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Performance Data
Lumen Output
Lumen values are from photometric tests performed in accordance
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Per famcm Dat a
MODE. | coBs LED | RATED| 270 0 BOCRI 3000 K0 3500K,8 O RI 4000 K 0 500 0 KOCRI
CURRE | WATTS |LUMENS| LPW | LUMENS | LPW | LUMENS| LPW | LUMENS| LPW |L WENS| LPW
SL101 1 0.25 10w | 1080 | 108 1100 110 1100 | 110 | 1150 115 1180 | 118
SL102 2 0.25 20W | 2160 |108 2200 110 2200 | 110 | 2300 115 2360 | 118
SL103 3 0.25 30W | 3240 |108 3300 110 3300 | 110 | 3450 115 3540 | 118
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